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Thank you for the opportunity to conduct a home inspection of the
understand that the function of this report is to assist you in und:
property to assist in making an informed purchase decision.

The report contains a review of components in the following bas
roofing, structure, electrical, HVAC, plumbing, and interior. Addit
be included. The report is designed to be easy to read and compr
read the entire report to obtain a full understanding of the scope,
the inspection.

In addition to the checklist items of the report there are several
help you further understand certain conditions observed. These a
their icons along the left side margin. Comments with the blue icc
and comments with the orange icon are primarily deficiencies and
summary. Please read them all.

DEFINITION OF CONDITION TERMS
Satisfactory: At the time of inspection the component is functiona
substantial defect.

Marginal: At the time of inspection the component is functioning
end of useful life. Operational maintenance recommended. Replac

Repair or Replace: At the time of inspection the component doe:
presents a Safety Hazard. Repair or replacement is recommended

Further Evaluation: The component requires further technical or
professional tradesman or service technician to determine the nat
corrective action and any associated cost.

Specific licensed and insured tradesmen/contractors are recomir
and deficiency repairs, replacements or inspections of any items
this report should be repaired or replaced by the current or future
licensed and insured.

Licensed and insured tradesmen/contractors include, however ar

Licensed electrician
Licensed plumber
Licensed roofer
Licensed mason
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Licensed HVAC tech

Licensed appliance tech

Licensed structure/foundation specialist
Licensed mold remediation tech
Licensed asbestos specialist

Licensed waterproofing tech

Licensed locksmith

Licensed pest control specialist
Licensed termite specialist

Licensed chimney sweep/fireplace specialist
Licensed structural engineer

Licensed general contractor...

If you have any questions please call Expert Home Inspectors at
Inspection agreement is listed below...

THIS IS A LEGALLY BINDING CONTRACT AND INSPECTION AGR
CAREFULLY.

This agreement was emailed to you prior to your inspection, if vy
call 312.886.8800.

CUSTOMER (named) hereby requests a generalist's visual inspe:
at the above address, to be conducted by the above inspection co
as the INSPECTOR, for the CUSTOMER'S sole use and benefit. Cl
will carefully read the entire inspection report when they receive
INSPECTOR with any questions they may have. CUSTOMER warrat
approvals have been secured for INSPECTOR'S entrance onto the
INSPECTOR understand that they are bound by all of the terms of
INSPECTION: The property inspection to be performed for custom
examination of the visible portions of the primary building(s) on t
inspection report will inform the CUSTOMER of MAJOR VISIBLE D
THE DATE OF THE INSPECTION. Minor defects are reported as a
will be performed in accordance with the Illinois Home Inspectors
online at ftp://www.ilga.gov/JCAR/AdminCode/068/068014100C020
[imited to visual examination of the exposed and readily accessib
this extent includes an evaluation of the following major compone
Exterior Walls, Doors, Sub-Floor, Framing, Plumbing, Roofing, Sif
Ceilings, Venting, Stairs, Attic, Floors, Built-in Appliances, Wate
Paving, Decks and Fencing. The inspection to be performed is a v
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not contemplate or involve the dismantling or moving of any objec
Latent and concealed defects and deficiencies are excluded from
be inspected from the ground with binoculars or from the eaves ol
walk all one level single family home roofs with safety in mind; h
height, pitch & access may prevent us from doing so. Illinois law
walk on the roof. INSPECTOR shall have no liability for condition
or are inaccessible to the INSPECTOR. The inspection and subsect
guarantee or an insurance policy nor are they a substitute for rea
which may be required by law. Home warranty policies, which incl
electrical, plumbing and heating may be available through a realt:
information, consult a licensed real estate professional. The insp
property and does not include personal property unless so indicat
random sampling of items such as anchor bolts, window operation
electrical outlets are checked. No representation is made as to h
continue to function. Maintenance conditions may be discussed, b
inspection.

CONDITIONS OUTSIDE THE SCOPE OF THE INSPECTION INCLUI
Code or zoning violations; permit research; easements; rights of
title; previous use; occupancy designation; compliance with manu
Obtaining or reviewing information from any third parties includin
occupants, contractors, consultants, attorneys, agents or homeow
fire-resistive qualities of any system, structure, or component of
systems, structures, or components thereof including (but not |lim
homeowner association. Examination of conditions related to ani!
wood-destroying insects or organisms, mold and mildew or damag
form of engineering analysis, such as structural, geological, and
conditions or wave action evaluations, land surveying or architecH
and/or technically complex systems or devices, such as heat exch
motion sensing or photoelectric devices, alarm systems, fire dete
smoke alarms), solar systems, air quality control systems, radio
automatic timer controls, elevators, dumbwaiters, satellite dishes
voltage electrical systems, such as TV antenna, TV signal cables,
systems, speaker wires, automated equipment, landscape lighting
health hazards or conditions, including (but not limited to) toxic,
contaminants, wildfire, flood, and geological hazards. Private wa
or related equipment such as wells, septic systems, sewage pump
purification systems, etc. Swimming pools, hot tubs, spas, water
steam baths or similar fixtures and related equipment. Building o
appraisal, and costs for corrective work. Electrical load calculat
valves, testing for gas leaks. Latent defects or predictions of [if
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systems. Window-mount or wall-mount air conditioners or gas-po\
Detached ancillary buildings (except for parking structures). Fire
heaters. Systems, structures or components which are not perma
advisability of purchase. Adequacy, efficiency, durability or qual
Requirements of Americans with Disabilities Act (A.D.A.). Noise
odors. Cosmetic finishes and conditions, landscaping and foliage
sprinklers except as otherwise noted. Items specifically noted as
specifically identified in the written report. Technically exhausti
tests of any type. Notification of product recalls, defects, or sim

CONFIDENTIALITY OF REPORT: The inspection report is confide
private use of the CUSTOMER. It is not to be copied or dissemina
the expressed written consent of the INSPECTOR. Use of all discl
is specifically restricted to the CUSTOMER for which the inspecti
reliance upon the report by other parties, or for other transaction

Note: THE REPORT IS COPYRIGHTED.

SEVERABILITY: CUSTOMER and INSPECTOR agree that should &
jurisdiction determine that any portion of this contract is void or
provisions and portions shall remain in full force and effect DISP
agrees that any claim for failure to accurately report the major vi
property, as limited hereinabove, shall be made in writing and rey
10 business days of discovery and INSPECTOR agrees to respond
CUSTOMER further agrees that CUSTOMER or CUSTOMER'S agent
contractors will make no alterations, repairs or replacements to t
subject of the "claimed failure to report" prior to a re-inspection
waives any and all claims relating to conditions that are altered c
re-inspection. STATUTE OF LIMITATIONS: The parties agree that
recover damages against the INSPECTOR or the Inspection Compze
employees more than one year after the date of the subject inspe
essence herein. CUSTOMER understands that this time period ma:
provided by law.

ACCEPTANCE OF REPORT AND FEE PAYMENT: The fee for this
the inspection. If CUSTOMER does not attend the inspection, the
report. The printed report to be prepared by INSPECTOR shall be
exclusive findings of the INSPECTOR regarding the inspection of
not rely on any oral statements made by the INSPECTOR prior to,
In the event CUSTOMER fails to pay any amount due hereunder art
INSPECTOR to take action in a court of law to collect such sums,
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responsible for all costs and reasonable attorney's fees incurred
GENERALIST'S VISUAL INSPECTION: CUSTOMER understands tha
generalist, knowledgeable in a variety of areas, but is not an exp
specified. A generalist's inspection report is an unbiased opinion
the individual INSPECTOR. The report identifies general conditiotl
property. If the INSPECTOR recommends consulting specialized e
or repair(s), it is the CUSTOMER'S responsibility, at the CUSTOM
further inspections or evaluations with experts as selected by the
INSPECTOR shall have no liability in connection therewith. If CUS¢
specialized experts as recommended by INSPECTOR, the INSPEC"
and all liability. LIMITATION OF LIABILITY: In the event the INSP
obligations under this agreement, CUSTOMER'S exclusive remedy
"INSPECTOR"' is limited to the amount of the inspection fee remitt
that this limitation of liability is reasonable in view of the relativ
charges for making the inspection when compared to the large po
INSPECTOR might otherwise incur in the absence of such limitatic

ACCEPTANCE OF THIS AGREEMENT: This agreement shall be bi
benefit of the parties hereto, their heirs, successors, assigns, ag
kind whatsoever. This agreement constitutes the entire integrated
parties hereto pertaining to the subject matter hereof, and may b«
agreement signed by all of the parties hereto. No oral agreements
representations shall change, modify, or amend any part of this a

| HAVE READ, UNDERSTAND, AGREE TO AND HAVE RECEIVED /
CONTRACT AND ALL OF THE ABOVE TERMS AND CONDITIONS PR

| ALSO AGREE TO PAY THE FEES SHOWN ON THIS REPORT. Th
CUSTOMER'S estimated square footage of the primary building(s)
adjustment by INSPECTOR at the time of the inspection.

Expert Home Inspectors Inc.
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General

Client Signature:

Inspector:
Inspectors Signature:

Inspection Fee:
Paid In Full:
Property Type:
Stories:
Approximate Age:
Age Based On:
Bedrooms/Baths:
Furnished:
Occupied:
Weather:
Temperature:
Soil Condition:
Utilities On During
People Present:

ned, License # 450-011765

Yes
Multi-Unit
Two

111 Years OlId
Listing

9 Beds/ 3 Baths
Yes

Yes

Raining

Cool

Wet

InsEdewctomc Service, Gas Service, Water ¢

Client, Selling Agent, Owner

ii Comment 1:

Some areas were not inspected due to obstructions by oc
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(General continued)

ii Comment 2;

View of receipt

Figure 2-1

Page 9 of 116



ago, IL 60647

The condition of the vegetation, grading, surface drainage dnd |
to adversely affect the building is inspected visually as wel]l as
and driveways.

Site Grading: Sloped Away From Structure
Vegetation: Generally Overgrown
Retaining Walls: Not Present

Driveway: Alley Entrance

Walkways: Concrete

Steps/Stoops: Concrete

Patios/Decks: Concrete

Comment 3:
There is water pooling right next to the foundation of the
surroundings should be sloped away to prevent water fro
iIs now. Recommend contacting a licensed general contra
and repairs.

Figure 3-1
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(Site continued)

‘\‘ Comment 4:
On the exterior of the building cracks were visible on the
building. At one particular spot there was a lifting piece
potentially is a trip hazard. Recommend contacting a lice

for further evaluation and repairs.

o '

Figure 4-1 Figure 4-2

Comment 5:

Gate did not open at time of inspection. Contact a licens
further evaluation and repairs.
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(Site continued)

Figure 5-1
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The visible condition of exterior coverings, trim and entranges ¢
their effect on the condition of the building.

Exterior Covering: Brick, Vinyl Siding, Exterior tuck poin
recommended to help prevent further «
and water/moisture intrusion.

Windows: Aluminum
Entry Doors: Wood
Balconies: Not Present

Comment 6:

Efflorescence, the white substance on the bricks, is visil
possible water settling onto the exterior bricks. This cou
water intrusions into the home. Efflorescence alone may
presence indicated water intrusions, which can deteriora
them to chip and sprawl.

Many of the window lintels have rusted out and began to
cracking seen on the side of the building. At various poi
that need to be re mortared back onto the wall. Also ther
the mortar which have weakened, causing holes in the mi
could widen, spread and water could seep behind the bri
weaken. The integrity of the wall can be compromised. T
by a licensed mortar company is recommended.
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(Exterior continued)

pd

Figure 6-1

Figure 6-3 Figure 6-4
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(Exterior continued)

Figure 6-5 Figure 6-6

I

Figure 6-7 Figure 6-8
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(Exterior continued)

Figure 6-9 Figure 6-10

Figure 6-11 Figure 6-12
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(Exterior continued)

Comment 7:
View of damaged screens.

=T |

Figure 7-1 Figure 7-2

Comment 8:

Almost all of the windows and doors on the house should
avoid any water and other intrusions.

Also all windows with bars bolts on there should have th
emergencies the bars prevent the windows from being us
There are windows found throughout the property with th
and not protected by any form of flashing. One basement
hole which you can see into the basement from (the one
This is a possible entry point for water into the basemen
Recommend contacting a licensed general contractor for
repairs.
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(Exterior continued)

Figure 8-2

Figure 8-3 Figure 8-4
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(Exterior continued)

Figure 8-5

Comment 9:

Uneven stair risers visible. This could possibly be a trip
Also there should be hand railing installed on the stairs.
licensed general contractor for further evaluation and re

Figure 9-1
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(Exterior continued)

Comment 10:

The exterior light fixture is missing a cover, there shoul
light fixtures. This could possible an a safety hazard anc
water out. Recommend contacting a licensed electrician
repairs.
Figure 10-1
, Comment 11:
&R

The wall appears to be leaning outwards and bulging. Re
licensed engineer for further evaluation and repair.
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(Exterior continued)

Figure 11-1
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The visible condition of the roof covering, flashings, skylligh
penetrations are inspected. The purpose of the inspectioln is
condition, NOT to determine life expectancy.

Inspection Method:
Roof Design:
Roof Covering:

Approximate Roof Age:
Sky Lights:

Ventilation Present:
Vent Stacks:

Chimney #1:

Chimney #2:

Chimney #3:
Gutters & Downspouts:

Walked Roof

Flat

Roll Roofing

Condition: Marginal: At the time of ins
component is functioning but is estimae
nearing end of useful life. Operationa
recommended. Replacement anticipate
10 + Years

Not Present

Not Present

Metal

Brick, Chimney tuck pointing recomme
prevent further deterioration and wate
intrusion.

Brick, Chimney tuck pointing recomme
prevent further deterioration and wate
intrusion.

Metal

Aluminum , Recommend to have the dc
extended 5ft from the foundation to he
away from the structure.
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(Roofing continued)

Comment 12:
View of roof.

Figure 12-1

Comment 13:
Both chimneys are missing a proper cap to prevent animsé
entering the chimney. Recommend contacting a licensed

the chimneys.

Figure 13-1 Figure 13-2
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(Roofing continued)

A Comment 14:
The rolled roofing has some areas which are bubbling, |i
ponding water. Recommend contacting a licensed roofer
and repairs.

Figure 14-1

Figure 14-3 Figure 14-4

Page 24 of 116



ago, IL 60647

(Roofing continued)

Figure 14-5
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Garage Type: Detached
Garage Size: 2 Car
Door Opener: Manual Opening, Chain Drive

Opener Safety Feature:Light Beam, Force Sensitive

6 Comment 15;:

View of Garage.

Figure 15-1

Comment 16:

At various points around the building there are parts of t
damaged. Recommend contacting a licensed siding worke
repairs in order to avoid any water or various other intru
preserve the integrity of the siding.
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(Garage continued)

Figure 16-1 Figure 16-2

Figure 16-3
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(Garage continued)

Comment 17:
View of cracks in garage

Figure 17-1
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The visible condition of the structural components is inspgcte
adequacy of structural components is beyond the scope|of &

Foundation Types: Basement

Foundation Material: Brick
Condition: Marginal: At the time of ins
component is functioning but is estime
nearing end of useful life. Operationa
recommended. Replacement anticipate

Signs of Water PenetraMonsture, Dampness, Efflorescence

Prior Waterproofing: Not visible at time of inspection
Wall Structure: Wood Framed
Ceiling Structure: Wood Framed
Roof Structure: Wood Framed
Roof Sheathing: Wood Planks

Comment 18:

There were various spots which showed signs of water st
time of inspection which would suggest water is somehow
Recommend contacting a licensed water proofing compan
and repair.

N T

']‘H-ww.‘*iw -

Figure 18-1 Figure 18-2
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Basement

Basement Is : Finished

Radon Mitigation SystefMo, Recommend having the system ins
Licensed Radon Specialist., A Radon 1
recommended for all properties.

Wall Cracks or RepairsNot visible due to coverings

Floor Cracks or RepairdNot visible due to coverings

Signs of Possible MoldNot visible due to coverings

Signs of Standing WateYes
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Building Electrical

The inspector can not inspect hidden wiring or verify if thé nu
National Electric Code. A representative number of outlets, [swil

for operation.

Type of Service:
Service Mast:

Overhead
Attached properly

Service Panel LocationBasement

Service Line Material:
Service Voltage:
Service Amperage:
Service Panel Ground:
GFCI/AFCI Breakers:
Outlets:

Smoke Detectors:

Carbon Monoxide (CO)

Copper

240 volts

100 amps

Unknown Not Visible

N o

Installation of GFCI outlets near sinks
and exterior outlets recommended. Ins
exterior outlets in weather tight moun

also recommended. , Any open junctio
wiring is a safety issue. Call a licensce
repairs.

No, Installation of smoke and carbon 1
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
Wetdotsaallation of smoke and carbon 1
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
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(Building Electrical continued)

Comment 19:
View of service Mast.

Figure 19-1

Comment 20:
View of 2nd floor main disconnect

Figure 20-1 Figure 20-2
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(Building Electrical continued)

Comment 21:

Throughout the property there were several light fixtures
This is potentially a fire hazard because the heat from tt
and there is no protection to the light bulb if anything hi
fixtures found at various points on the interior of the hot
to avoid further loss of integrity and functionality of the
contacting a licensed electrician for further evaluation a

Figure 21-1 Figure 21-2

Figure 21-3 Figure 21-4
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(Building Electrical continued)

Figure 21-5

Comment 22:

Many of the outlets in the building were missing gfci fun
grounds, had paint over them,had efflorescence on them
exposed,had outlets which did not have a cover on them
or just did not work. Recommend contacting a licensed e

il e

Figure 22-1 Figure 22-2
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(Building Electrical continued)

Figure 22-3 Figure 22-4

Figure 22-5 Figure 22-6
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(Building Electrical continued)

Figure 22-7 Figure 22-8

Figure 22-9 Figure 22-10
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(Building Electrical cununueu)

Figure 22-11
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Second Floor Electrical

The inspector can not inspect hidden wiring or verify if thé nu
National Electric Code. A representative number of outlets, [swil

for operation.

Service Panel LocationHallway closet
Service Panel ManufactQireemens

Service Line Material:
Service Voltage:
Service Amperage:
Service Panel Ground:
GFCI/AFCI Breakers:
Outlets:

Smoke Detectors:

Condition: Further Evaluation: The col
further technical or invasive evaluatio
professional tradesman or service tec
determine the nature of any potential
corrective action and any associated ¢
Copper

240 volts

100 amps

Unknown Not Visible

GFCI breaker recommended for jacuzz
Installation of GFCI outlets near sinks
and exterior outlets recommended. Ins
exterior outlets in weather tight moun

also recommended. , Any open junctio
wiring is a safety issue. Call a licensce
repairs.

Yes, Installation of smoke and carbon
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
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(Second Floor Electrical continued)

Carbon Monoxide (CO) Desedtortallation of smoke and carbon
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended

Comment 23:

This electrical panel is located inside of closet and hidd
the panel should be out in plain sight in times of emerge
to be accessed quickly. There should be at least a 36 in¢
direction of the panel. There is also no GFCI breakers w
have a jacuzzi bathtub. Inside the panel there was water
Recommend contacting a licensed electrician for further

Figure 23-1 Figure 23-2
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(Second Floor Electrical continued)

Figure 23-3
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First Floor Electrical

The inspector can not inspect hidden wiring or verify if thé nu
National Electric Code. A representative number of outlets, [swil

for operation.

Service Panel LocationBasement
Service Panel ManufactQireemens

Service Line Material:
Service Voltage:
Service Amperage:
Service Panel Ground:
GFCI/AFCI Breakers:
Outlets:

Smoke Detectors:

Condition: Further Evaluation: The col
further technical or invasive evaluatio
professional tradesman or service tec
determine the nature of any potential
corrective action and any associated ¢
Copper

240 volts

100 amps

Unknown Not Visible

N o

Installation of GFCI outlets near sinks
and exterior outlets recommended. Ins
exterior outlets in weather tight moun

also recommended. , Any open junctio
wiring is a safety issue. Call a licensce
repairs.

No, Installation of smoke and carbon 1
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
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(First Floor Electrical continued)

Carbon Monoxide (CO) PDetdotsarllation of smoke and carbon 1
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended

Comment 24:

There was debris found inside of the electrical panel. Th
hazard because the debris could put stress on the wires
cause them to overheat. Also the debris could get set on
contacting a licensed electrician for further evaluations

Figure 24-1 Figure 24-2
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Basement Electrical

The inspector can not inspect hidden wiring or verify if thé nu
National Electric Code. A representative number of outlets, [swil

for operation.

Service Panel LocationBasement
Service Panel ManufactQireemens

Service Line Material:
Service Voltage:
Service Amperage:
Service Panel Ground:
GFCI/AFCI Breakers:
Outlets:

Smoke Detectors:

Carbon Monoxide (CO)

Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Copper

240 volts

100 amps

Unknown Not Visible

N o

Installation of GFCI outlets near sinks
and exterior outlets recommended. Ins
exterior outlets in weather tight moun

also recommended. , Any open junctio
wiring is a safety issue. Call a licensce
repairs.

Yes, Installation of smoke and carbon
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
Wetdotsaallation of smoke and carbon 1
detectors recommended throughout the
added safety.

Test units monthly and replace batt
starting at the time of possession.

A fire extinguisher is recommended
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(Basement Electrical continued)

Comment 25:
View of electrical panel.

Figure 25-2

Figure 25-1

B

1 115171

T e 6 R e vy

Figure 25-3
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Main Building Interior

The interior inspection is limited to readily accessible argas t
furnishings or stored items. A representative number of wir

Tile, Wood, Laminate

Floors:

Walls: Painted
Window Types: Double Hung
Window Materials: Vinyl

Interior Door MaterialsWood

Comment 26:

- The stairs are missing hand railings. This is a safety ha:
slip and have nothing to grab on the left/right side. Recc
hand railing by a licensed general contractor to avoid sa

.-

Figure 26-1
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(Main Building Interior continued)

Comment 27:
The stairs baluster is loose. This could result in injury.
general contractor for further evaluation and repairs.

Figure 27-1

6 Comment 28:

Make sure canned lighting are insulated, fire hazard if t}f

Figure 28-1
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Second Floor Interior

The interior inspection is limited to readily accessible argas t
furnishings or stored items. A representative number of wir

Floors: Wood

Walls: Painted

Window Types: Double Hung, Sliders
Window Materials: Vinyl

Interior Door MaterialsWood

Comment 29:
- Several windows do not lock on the property. Also there

the window frame. Recommend contacting a licensed con
evaluation and repairs.

Figure 29-1 Figure 29-2
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(Second Floor Interior continued)

Figure 29-3

Comment 30:
“ Inside the second floor unit there was water stains visib|

moisture meter the readings came back 59-91%. There is
this area of the house. (Closet where furnace is). Recom
water proofing company for further evaluations and repai

Figure 30-1 Figure 30-2
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(Second Floor Interior continued)

Figure 30-3
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First Floor Interior
as t

The interior inspection is limited to readily accessible are
furnishings or stored items. A representative number of wir

Floors: Wood

Walls: Painted

Window Types: Double Hung, Sliders
Window Materials: Vinyl

Interior Door MaterialsWood

Comment 31:
""" Cracked window panel found in the house.

and cosmetic purposes.

Recommend re

Figure 31-1
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(First Floor Interior continued)

‘i Comment 32:
Throughout the entire building there were various points
bulging. Recommend contacting a licensed general contr;
evaluation and repairs.

Figure 32-1 Figure 32-2
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Basement Interior

The interior inspection is limited to readily accessible argas t
furnishings or stored items. A representative number of wir

Floors: Tile

Walls: Painted
Window Types: Double Hung
Window Materials: Vinyl

Interior Door MaterialsWood

Comment 33:

Efflorescence, the white deposits on the brick, is visible
closet near entry door. Also water staining is visible. Th
intrusion, so water possibly is seeping into the utility ro
area.Recommend contacting a licensed water proofing co
evaluation.

Figure 33-1 Figure 33-2
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(Basement Interior continued)

Figure 33-3 Figure 33-4

Comment 34:

At various points in the basement the moisture meter wa:
back 50%-93%. Its very possible that behind the drywall
the building. Recommend contacting a licensed water pro
evaluations and repairs.

Figure 34-1 Figure 34-2
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(Basement Interior continued)

‘k Comment 35:
Half of the floor in the basement utility room is finished,
other half. This creates a trip hazard. Also some of the t
appear to be sharp. This could cause injury. Recommend
contractor for replacement and further repair.

Figure 35-1
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Second Floor HVAC

HVAC System Type: Forced

6 Comment 36:

The AC and Furnace have very weak airflow.

The heating system is inspected visually and operat
determine general condition NOT life expectancy. The

bd b
cap
ctio
on.

heating system is beyond the scope of a home inspe
contractor should be consulted if in quest
Location: Hallway
Unit Tested: Yes

Condition: Marginal: At the ti
the component is functioning
to be nearing end of useful Ii

m e
but
fe.

maintenance recommended. Repl

anticipated.

Type of Equipment: Forced Air
Manufacturer: Frigidaire
Heating Fuel: Gas

BTUs: 57,000
Approximate Age: 11 Years OId
Filter Type: Disposable

Type of Distribution: Flexible Ducting

Comment 37:
There is stains and debris visible inside the furnace.
licensed HVAC company for optimum performance.
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(Heating continued)

Figure 37-2

B iy

Figure 37-3 Figure 37-4

Furnaces over 10 years old should be checked, cleang
licensed contractor.

1%
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(Second Floor HVAC <continued)

to determine general condition NOT life expectancy. T

contractor should be consulted if in quest
Energy Source: Electric
Unit Tested: Yes

Condition: Further Evaluation

The cooling system is inspected by operation of the equip

he

cooling system is beyond the scope of a home inspelctio

on.

Tl

requires further technical or inve
evaluation by qualified professio

tradesman or service technici

an

the nature of any potential defec

corrective action and any ass
Type of Equipment: Central
Condenser Make: Nordyne
Condensor Size: 30,000 BTU (2.5 Tons)
Condenser Approximate7 Aygeears Old
Condesate Drainage: Condensate Pump
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(Cooling continued)

Comment 38:

Figure 38-1 Figure 38-2

Air conditioners over 10 years old and heat pumps o

ver .

checked, cleaned and serviced yearly by a licen

sed
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First Floor And Basement HVAC

HVAC System Type: Forced

Comment 39:

Furnace has weak air flow in basement level bathroom, a

The heating system is inspected visually and operated b
determine general condition NOT life expectancy. Thej|cap
heating system is beyond the scope of a home inspefctio
contractor should be consulted if in quest|on.

Location:
Unit Tested:

Type of Equipment:
Manufacturer:
Heating Fuel:

BTUs:
Approximate Age:
Filter Type:

Type of Distribution:

Basement

Yes

Condition: Marginal: At the time

the component is functioning but
to be nearing end of useful life.

maintenance recommended. Repl
anticipated.

Forced Air

Carrier

Gas

126,000

25 Years Old

Disposable

Metal Ducting

Comment 40:
-View of furnace

-25 years old, beyond life expectancy
-Replacement anticipated
Contact a licensed HVAC company for further evaluation,
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(Heating continued)

Figure 40-2

Figure 40-3

Furnaces over 10 years old should be checked, cleang
licensed contractor.

1%
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Plumbing

The plumbing system is inspected visually and by operating a |
fixtures and drains. Private water and waste systems are beyo
inspection.
Water Service: Public
Supply Pipe Material: Lead based piped. Inspection recomm:eé

licensed specialist to determine exten

Location of Main WaterAS htinteo M:eter

Sewer System: Public
Waste Pipe Material: PVC
Sump Pump: Not Present

Location of Fuel ShutofAt the Meter

6 Comment 41:

View of main gas and water lines.

B Tl — e | =

Figure 41-1 Figure 41-2
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(Plumbing continued)
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Comment 42:

The gas line in the basement which connects to the drye
flexible connector which

is not rated. The rated flexible

IS a potential hazard. Recommend contacting a licensed

Figure 42-1

Water Heater For Second Floc

Manufacturer:

Fuel:
Capacity:
Approximate Age:

Rheem

Condition: Further Evaluation: Tt
requires further technical or inve
evaluation by qualified professio
tradesman or service technician
the nature of any potential defec
corrective action and any associ:

Gas
40 gal
1 Year OId

Temp & Pressure ReliePWVedgnt With Blow Off Leg

Fuel Disconnect:

Within Sight of Equipment
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(Water Heater For Second Floor continued)

Comment 43:
View of Water heater.

A=

s i e 0
T T

Figure 43-1 Figure 43-2

Comment 44:
""" The pressure relief pipe should be piped with metal (cop
not a pvc pipe per Illinois regulations. Recommend conta

technician for repairs.

Figure 44-1
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(Water Heater For Second Floor continued)

Comment 45:
~ Water heater is showing signs of wear.The pipes are cor|
visible on top of unit. Recommend having it inspected an

hvac company.

Figure 45-1

Water Heater For First Floor

Manufacturer: General Electric
Condition: Further Evaluation: Tt
requires further technical or inve
evaluation by qualified professio
tradesman or service technician
the nature of any potential defec
corrective action and any associ:

Fuel: Gas

Capacity: 75 gal

Approximate Age: 6 Years Old

Temp & Pressure ReliePWVedgnt With Blow Off Leg
Fuel Disconnect: Within Sight of Equipment
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(Water Heater For First Floor And Basement continued)

Comment 46:
View of water heater.

Figure 46-1 Figure 46-2

Comment 47:

There is debris on top of the water heater at the time of
cause the water heater to not reform at optimum perform
Recommend contacting a licensed HVAC company for cle;
needed.
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(Water Heater For First Floor And Basement continued)

Figure 47-1

Comment 48:
""" The pressure relief pipe should be piped with metal (cop
not a pvc pipe per Illinois regulations. Recommend conta

technician for repairs.

Figure 48-1
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Number of Baths:

Three

Bathroom On Second Floor

Location:
Bath Tub:

Shower:
Sink(s):
Toilet:
Shower Walls:
Floor:

Ventilation Type:
GFCI Protection:

Hallway

Yes, Jacuzzi , GFCIl breaker recoc
jacuzzi tub.

Yes

Single Vanity

Standard Tank

Tile

Tile

Window, Ceiling Vent

Yes

ii Comment 49:

View of Bathroom.

Figure 49-1

Figure 49-2
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(Bathroom On Second Floor continued)

Figure 49-3

Bathroom On First Floor

Location: Hallway

Bath Tub: Yes

Shower: Yes

Sink(s): Single Vanity

Toilet: Standard Tank
Shower Walls: Tile

Floor: Tile

Ventilation Type: Window, Ceiling Vent
GFCI Protection: Yes

Page 68 of 116
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(Bathroom On First Floor continued)

ii Comment 50:

View of Bathroom.

Figure 50-1 Figure 50-2
Bathroom In Basement
Location: Hallway
Bath Tub: Yes
Shower: Yes
Sink(s): Single Vanity
Toilet: Standard Tank
Shower Walls: Tile
Floor: Tile
Ventilation Type: Ceiling Vent
GFCI Protection: Yes

Page 69 of 116
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(Bathroom In Basement continued)

Comment 51:
View of bathroom.

Figure 51-1 Figure 51-2
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Kitchen On Second Floor

Cabinets: Wood
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Countertops: Granite
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Sink: Double

ii Comment 52;:

View of kitchen.

Figure 52-1 Figure 52-2

Appliances

This is a cursory check only of the specified appliancgs. T
of timers, temperature or power level controls is bgyon
inspection.
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(Appliances continued)

Oven:

Cooktop:

Refrigerator:

cago, IL 60647

Kenmore

Condition: Satisfactory: At the ti
inspection the component is func
without observed signs of a subs
Operational maintenance recomm
Bosch

Condition: Satisfactory: At the ti
inspection the component is func
without observed signs of a subs
Operational maintenance recomm
Kenmore

Condition: Satisfactory: At the ti
inspection the component is func
without observed signs of a subs
Operational maintenance recomm

Microwave With Range Ke&hmwseE

Comment 53:
View of Refrigerator

Figure 53-1
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(Appliances continued)
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Comment 54:
View of cooktop and oven.

L

Lo 1
A AL
LR M P AR =1 },.'.'_‘:F_

Figure 54-1

Comment 55:
View of Microwave with exhaust fan.

Figure 55-1

Page 73 of 116



ago, IL 60647

Kitchen On First Floor

Cabinets: Wood
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Countertops: Granite
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Sink: Double

ii Comment 56:

View of Kitchen.

Figure 56-1 Figure 56-2

Appliances

This is a cursory check only of the specified appliancgs. T
of timers, temperature or power level controls is bgyon
inspection.
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(Appliances continued)

Range:

Refrigerator:

Microwave With Range
Disposal:

1igo, IL 60647

Kenmore

Condition: Marginal: At the time

the component is functioning but
to be nearing end of useful life.

maintenance recommended. Repl:
anticipated.

Kenmore

Condition: Marginal: At the time

the component is functioning but
to be nearing end of useful life.

maintenance recommended. Repl:
anticipated.

M&hahrsatnded

Not Present

ii Comment 57:

View of Refrigerator, range, and microwave with exhaust

Figure 57-1

Figure 57-2
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Kitchen In Basement

Cabinets: Wood
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Countertops: Granite
Condition: Satisfactory: At the time of
component is functional without obser
substantial defect. Operational mainte
recommended.

Sink: Double

Comment 58:
View of Kitchen.

Figure 58-1

Comment 59:

At the time of inspection there was moisture visible unde
sink.This could potentially rot the wood cabinets and dry
contacting a licensed plumber for further evaluation and
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(Kitchen In Basement continued)

Figure 59-1

Appliances

cago, IL 60647

This is a cursory check only of the specified appliancgs. T
of timers, temperature or power level controls is bgyon

inspection.

Range:

Refrigerator:

Microwave With Range

General Electric

Condition: Marginal: At the time

the component is functioning but
to be nearing end of useful life.

maintenance recommended. Repl
anticipated.

Kenmore

Condition: Marginal: At the time

the component is functioning but
to be nearing end of useful life.

maintenance recommended. Repl
anticipated.

Kehmwose
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(Appliances continued)

Comment 60:
View of range.

Figure 60-1

Comment 61:
View of Microwave with exhaust fan.

Figure 61-1
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(Appliances continued)

Comment 62:
View of Refrigerator

Figure 62-1
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Laundry Sink: Yes
Dryer Venting: To Exterior
GFCI Protection: N o
Laundry Hook Ups: Yes
Washer: Not Present
Dryer: Not Present

6 Comment 63:

View of laundry area

Washer and Dryer not staying.

Figure 63-1
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Seasonal Maintenance

Checklist:

Furnace filter replacement , Clean fau
Inspect sink drains, HVAC cleaning by
specialist , Test smoke and carbon ma
detectors , Clean gutters, Seal cracks
up exterior siding and trim, Inspect dr
wash exterior , Test garage door safel
Reseal window and door seals
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Report Summary

This summary page is not the entire report. The complete fepo
information of interest or concern to you. It is strongly redomn
read the complete report. For information regarding the negoti
report under the real estate purchase contract, contact ypur
attorney.

Site

1) There is water pooling right next to the foundation
buildings surroundings should be sloped away to prev
like it currently is now. Recommend contacting a lice
for further evaluation and repairs.

Figure 3-1

2) On the exterior of the building cracks were visible
surrounding the building. At one particular spot there
concrete which potentially is a trip hazard. Recomme
general contractor for further evaluation and repairs.

Page 82 of 116



cago, IL 60647

(Report Summary continued)

3) Gate did not open at time of inspection. Contact a
contractor for further evaluation and repairs.

Figure 5-1
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(Report Summary continued)

Exterior

4) Efflorescence, the white substance on the bricks,

building, possible water settling onto the exterior bri
be a sign for water intrusions into the home. Efflore
to serious but its presence indicated water intrusions
the bricks and cause them to chip and sprawl.

Many of the window lintels have rusted out and begar
step cracking seen on the side of the building. At var
bricks that need to be re mortared back onto the wall
spots in the mortar which have weakened, causing ho
alone this crack could widen, spread and water could
causing the bricks to weaken. The integrity of the wa
To avoid this tuck-pointing by a licensed mortar comg

L] A

Figure 6-1 Figure 6-2
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(Report Summary continued)

Figure 6-3 Figure 6-4

Figure 6-5 Figure 6-6
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(Report Summary continued)

Figure 6-7 Figure 6-8

Figure 6-9 Figure 6-10
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(Report Summary continued)

Figure 6-11 Figure 6-12

5) Almost all of the windows and doors on the house

redone to avoid any water and other intrusions.

Also all windows with bars bolts on there should have
Incase of emergencies the bars prevent the windows

egress windows.

There are windows found throughout the property witt
exposed and not protected by any form of flashing. O
actually has a hole which you can see into the basem
the dryer vent in it ). This is a possible entry point fi
Recommend contacting a licensed general contractor
and repairs.
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(Report Summary continued)

Figure 8-1 Figure 8-2

Figure 8-3 Figure 8-4
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(Report Summary continued)

Figure 8-5

6) Uneven stair risers visible. This could possibly be
issue. Also there should be hand railing installed on
contacting a licensed general contractor for further e

Figure 9-1
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(Report Summary continued)

7) The exterior light fixture is missing a cover, there
on all light fixtures. This could possible an a safety |

to keep the water out. Recommend contacting a licen:
evaluation and repairs.

Figure 10-1

8) The wall appears to be leaning outwards and bulgi
contacting a licensed engineer for further evaluation

Figure 11-1
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(Report Summary continued)

Roofing

9) Both chimneys are missing a proper cap to prevent
from entering the chimney. Recommend contacting a |
one on the chimneys.

Figure 13-1 Figure 13-2
10) The rolled roofing has some areas which are bubt

which are ponding water. Recommend contacting a lic
evaluations and repairs.
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(Report Summary COnuinucu)

Figure 14-1 Figure 14-2

Figure 14-3 Figure 14-4
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(Report Summary continued)

Figure 14-5

Garage

11) At various points around the building there are p:
damaged. Recommend contacting a licensed siding w
evaluation or repairs in order to avoid any water or v
into the garage and preserve the integrity of the sidil

Figure 16-1 Figure 16-2
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(Report Summary continued)

Figure 16-3

Structure

12) There were various spots which showed signs of
wet at the time of inspection which would suggest wa
to these areas. Recommend contacting a licensed wat

further evaluation and repair.

Figure 18-1 Figure 18-2
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(Report Summary continued)

Building Electrical

13) Throughout the property there were several light
missing caps. This is potentially a fire hazard becaus
could cause a fire, and there is no protection to the |
them.Also loose light fixtures found at various points
house. Recommend tightening to avoid further loss of
functionality of the lights. Recommend contacting a |Ii

further evaluation and repair.

Figure 21-1 Figure 21-2
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(Report Summary continued)

Figure 21-3 Figure 21-4

Figure 21-5

14) Many of the outlets in the building were missing
open grounds, had paint over them,had efflorescence
had wires exposed,had outlets which did not have a c
shock hazard, or just did not work. Recommend conta

electrician for repair.
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(Report Summary continued)

Figure 22-1 Figure 22-2

Figure 22-3 Figure 22-4
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(Report Summary contuinueu)

Figure 22-5 Figure 22-6

Figure 22-7 Figure 22-8
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(Report Summary Ce.iviviae -

Figure 22-9 Figure 22-10

Figure 22-11
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(Report Summary continued)

Second Floor Electrical

15) This electrical panel is located inside of closet a
regulation the panel should be out in plain sight in ti
the panel needs to be accessed quickly. There shoulc
clearance in every direction of the panel. There is al
IS required when you have a jacuzzi bathtub. Inside t
stains and water. Recommend contacting a licensed e
repairs and evaluation.

Figure 23-1 Figure 23-2
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(Report Summary continued)

Figure 23-3

First Floor Electrical

16) There was debris found inside of the electrical pze
be a fire hazard because the debris could put stress

This can cause them to overheat. Also the debris cou
Recommend contacting a licensed electrician for furtl

repairs.

Figure 24-1 Figure 24-2
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(Report Summary continued)

Main Building Interior

17) The stairs are missing hand railings. This is a sa
someone can slip and have nothing to grab on the lef

installation of a hand railing by a licensed general cc
hazards.

Figure 26-1

18) The stairs baluster is loose. This could result in
contacting a general contractor for further evaluation
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(Report Summary continued)

Figure 27-1

Second Floor Interior

19) Several windows do not lock on the property. Als
inside the window frame. Recommend contacting a lic
further evaluation and repairs.

Figure 29-1 Figure 29-2
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(Report Summary continued)

Figure 29-3

20) Inside the second floor unit there was water stair
with the moisture meter the readings came back 59-9.
currently leaking in this area of the house. (Closet w
Recommend contacting a licensed water proofing com
evaluations and repairs.

Figure 30-1 Figure 30-2
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(Report Summary continued)

Figure 30-3

First Floor Interior

21) Cracked window panel found in the house. Recom
insulation and cosmetic purposes.

Figure 31-1
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(Report Summary continued)
22) Throughout the entire building there were various

plaster and bulging. Recommend contacting a license
further evaluation and repairs.

Figure 32-1 Figure 32-2

Basement Interior

23) Efflorescence, the white deposits on the brick, is
and closet near entry door. Also water staining is vis
water intrusion, so water possibly is seeping into the
area.Recommend contacting a licensed water proofing
evaluation.
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(Report Summary continued)

Figure 33-1 Figure 33-2

Figure 33-3 Figure 33-4

24) At various points in the basement the moisture m
readings came back 50%-93%. Its very possible that |
water getting into the building. Recommend contactin
proofing company for further evaluations and repairs.
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(Report Summary continued)

Figure 34-1 Figure 34-2

25) Half of the floor in the basement utility room is f
the other half. This creates a trip hazard. Also some
and they appear to be sharp. This could cause injury.
a licensed contractor for replacement and further rep

Figure 35-1
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(Report Summary continued)

Second Floor HVAC : Heating

26) There is stains and debris visible inside the furn:
by a licensed HVAC company for optimum performanc

Figure 37-1 Figure 37-2

Figure 37-3 Figure 37-4
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(Report Summary continued)

First Floor And Basement HVAC

27) Furnace has weak air flow in basement level bath
bedrooms.

First Floor And Basement HVAC: Heating

28) -View of furnace

-25 years old, beyond life expectancy

-Replacement anticipated

Contact a licensed HVAC company for further evaluat

Figure 40-1 Figure 40-2
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(Report Summary continued)

Figure 40-3

Plumbing
29) The gas line in the basement which connects to t

with a flexible connector which is not rated. The rate
yellow. This is a potential hazard. Recommend contac

company for repairs.

Figure 42-1

Page 111 of 116



ago, IL 60647

(Report Summary continued)

Plumbing: Water Heater For Second Floor

30) The pressure relief pipe should be piped with me:

steel,etc) not a pvc pipe per lllinois regulations. Rec
licensed HVAC technician for repairs.

Figure 44-1

31) Water heater is showing signs of wear.The pipes

residue visible on top of unit. Recommend having it |
a licensed hvac company.
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(Report Summary continued)

Figure 45-1

Plumbing: Water Heater For First Floor And Bas
32) There is debris on top of the water heater at the
could cause the water heater to not reform at optimurt
prematurely fail. Recommend contacting a licensed H
cleaning and repairs if needed.

Figure 47-1

Page 113 of 116



cago, IL 60647

(Report Summary continued)

33) The pressure relief pipe should be piped with me:
steel,etc) not a pvc pipe per Illinois regulations. Rec
licensed HVAC technician for repairs.

Figure 48-1

Kitchen In Basement

34) At the time of inspection there was moisture visit
kitchen sink.This could potentially rot the wood cabin
Recommend contacting a licensed plumber for further
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(Report Summary continued)

Figure 59-1

Expert Home Inspectors Inc.
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Remember: Specific licensed and insured tradesmen/contractors a
maintenance and deficiency repairs, replacements or inspections
report. No item in this report should be repaired or replaced by t}
unless properly licensed and insured.

Licensed and insured tradesmen/contractors include, however ar

Licensed electrician

Licensed plumber

Licensed roofer

Licensed mason

Licensed HVAC tech

Licensed appliance tech

Licensed structure/foundation specialist
Licensed mold remediation tech
Licensed asbestos specialist

Licensed waterproofing tech

Licensed pest control specialist
Licensed termite specialist

Licensed chimney sweep/fireplace specialist
Licensed structural engineer

Licensed general contractor...

If you have any questions please call Expert Home Inspectors at

The team at Expert Home Inspectors Inc., thanks you for your bt

Visit us online at: www.experthomeinspectors.com

E-mail us at: info@experthomeinspectors.com
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